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TYPICAL FCU INSTALLATION DETAIL

FCU-01
1200 CFM

FCU-02
1200 CFM

SAD-225   -04#
EACH=300 CFM
TOTAL=1200 CFM

SLD/RLD(51mmx1SLOT)
S.A PLENUM-1300x200x200(H)-04#
FLEXIBLE DUCT-200Ø-08#
EACH=300 CFM, TOTAL=1200 CFM,
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HANGER STRAP MIN 4
PER BOOT

SECURE FLEX DUCT TO SPIN-1N
FITTING AND DIFFUSER WITH 12mm
GALVANIZED ADJUSTABLE BAND
CLAMP WITH CADMIUM PLATED
BUCKLE AND SCREW WITH SLOTTED
HEX HEAD. PLACE BAND CLAMP
BETWEEN THE WIRES OF LAST SPIRAL
OF THE FLEX DUCT.

HEIGHT OF PLENUM IS
300mm OR EQUAL TO
BRANCH SUPPLY DUCT
DIAMETER PLUS 100mm
MINIMUM WHATEVER
LARGER

PATTERN CONTROLLER

SHEET METAL SCREWS.
MIN. 150mm ON CENTER &
SEAL AIRTIGHT. TYP. BOTH
SIDES

VOLUME ADJUSTER TAKE-OF
SPIN-IN FITTING W/45°
EXTRACTOR  AND ADJUSTABLE
MANUAL DAMPER WITH OCKING
DEVICE

CEILING

25mm WIDE SHEET
METAL BAND AND
CLAMP W/SHEET METAL
SCREW
INSULATED FLEXIBLE
BRANCH SUPPLY DUCT
1.2m MAX. LENGTH

1. PROVIDE SCREWDRIVER/FACE OPERATED DAMPER IN
  BOOT WHERE IN-ACCESSIBLE CEILINGS OCCUR.

NOTES:

1/2" ACOUSTICAL LINING

90MM MIN.

LOW PRESSURE
SUPPLY DUCT

SHEET METAL PLENUM
W/THERMAL INSULATION

DRAIN PAN

X = FAN STATIC PRESSURE (Pa)
9.80665

TEE

NIPPLEUNION

CLEANOUT PLUG

PITCH DOWN
TO DRAIN

U-BEND

X=MIN. DROP
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1. ALLOW SUFFICIENT SPACE BELOW DRAIN FOR TRAP.
NOTES:

2. PITCH DRAIN FOR PROPER RUN-OFF
3. MANUALLY PRIME FILL TRAP BEFORE START-UP
  TO FORM INTIAL DRAIN SEAL.

INSULATION

45°

45°

ADJUSTABLE
ELBOW RINGS SUPPLY AIR

SUPPLY AIR

MAIN DUCT

SEAL ALL
AROUND

MAIN DUCT

SEAL ALL
AROUND

25MM MIN. ON

TOP

AND BOTTOM

25MM MIN. ON

TOP

AND BOTTOM

1/4 OF BRANCH
DUCT WIDTH.
(100MM MIN.)
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